
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

VACCUM PYROLYSIS OVANS 
BURNOUT FURNACE 

For spinnerets, spin packs & filter assemblies 
 
Heavy duty custom build designs, at no extra cost. 
 
Air circulating types for uniform temperature & 
heating. 
 
Single & multiple tier / rack front loading designs for 
spinnerets, spin packs & small arts. 
 
Front loading with single / individual doors for each 
rack. 
 
Vertical loading types also available for large filter 
housing & heavy spin pack assemblies. 
 
PID temperature control for accuracy. SSR / Thyrister 
drive smooth heater control. 
 
Build in safety interlocks. 
 
Operating Tempreture Range : 250°C to 350°C 
 
Supporting hydraulic scissor lifts / platforms / 
forklifts available for loading/unloading. 
 
Electrical supply : 380 / 400 / 415 / 440 v AC, 3 
Phase + N, 50/60 Hz. 

All Types of cleaning & heating Equipment for filter, Spin Pack & Spinnerets, YARN – 
Suction Gun, Splicer, Cutters for Textile Machinery & Lab / testing Eqpt. 
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